Universal Flush Mount

Ceiling Enclosure

SPECIFICATIONS

Sku:
219135

Product Number:
TW-HCEN-FLP
Dimensions:
13.5" x 13.5" x 5¢
Mounts:

Ceiling or wall
Construction:

Base and cover are constructed of durable,
lightweight Kydex (Acrylic-Polyvinyl Chloride)

Backplate is Aluminum 5052
Weight:
3.51bs

www.ventev.com/infra

Ventev’s Universal Flush Mount Enclosure provides an
aesthetically pleasing, RF-transparent solution to deploy
any indoor access point in a drywall, stucco or wood
ceiling. Simple, compact design is pre-assembled to
allow quick installation, significantly reducing
deployment time and costs. Every Ventev enclosure is
covered by the company’s two-year TerraNet warranty
program.

For more information or to purchase, contact
Ventev: 800.851.4965 or sales@ventev.com.

FEATURES AND BENEFITS

» Conceals AP and blends with the ceiling for an
aesthetically pleasing solution

* Allows AP to be serviced without removing enclosure
from ceiling or wall

» Sturdy, lightweight Kydex base and cover are RF
transparent.

* Enclosure back box is one seamless unit to protect
against dust and debris and assist with compliance
with ICRA requirements

* Aluminum backplate mounts Cisco, Aruba and other
APs

»  Tamperproof screws help deter unauthorized access
and theft

» Ships factory pre-assembled to enable quick
deployments

Product Compliance:
* Meets NEC300-22 and 300-23 standards
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