LTSERVER Product Brief

DIGITAL ELECTRICITY" KITCBL-RXAC
RXAC-2M Output Cables

The cables defined in this document are cables to connect the output of
a VoltServer Digital Receiver model RXAC-2M to a load or loads.
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c13 c14 c15 C14 or C16
TYPE PARAMETER SPECIFICATION NOTES
Connectors Plug IEC 320-C14
Connector IEC 320-C15 Can mate with C14 or C16
Mechanical Length 6.00 ft (1.83m)
Wire Gauge 14AWG
Jacket Type SJT
Environment Temperature rating 105°C (°F)
Approvals Safety cUL, UL listed
Environmental RoHS
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TYPE PARAMETER SPECIFICATION NOTES
Connectors Plug IEC 320-C14
Connector IEC 320-C15 (x2) Dual outputs, can mate with C14 or C16
Mechanical Length 2.30 ft (0.71m)
Wire Gauge T4AWG
Jacket Type SJT
Environment Temperature rating 105°C (°F)
Approvals Safety cUL, UL listed
Environmental RoHS
KITCBL-RXAC-C19
c13 c14 c19 €20
TYPE PARAMETER SPECIFICATION NOTES
Connectors Plug IEC 320-C14
Connector IEC 320-C19
Mechanical Length 6.00 ft (1.83m)
Wire Gauge T14AWG
Jacket Type SJT
Environment | Temperature rating 105°C (°F)
Approvals Safety cUL, UL listed
Environmental RoHS
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