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Model PS-BBU-01
12/24 Hour NFPA Compliant Battery Back-up Enclosure

Product Highlights
•	 12 or 24-hour Back-up Time Options

•	 NFPA 1221 Compliant

•	 AC Input/AC Output

•	 Local and Remote Monitoring

•	 Components Conform to UL
•	 NEMA-4 with air/moisture vents 

Applications
•	 Indoor/Outdoor

•	 NFPA BBU Requirements for BDAs
Specifications

Output Voltage 120 VAC, 60 Hz

Input Voltage 115/230 VAC

Back-up Runtime 12 or 24 Hrs

Dimensions (W x H x D) 20.64 x 16.25 x 10.46 in

Environmental -20°C to +40°C

Weight 25 lbs Excluding Batteries

Weather Resistance NEMA-4

Mounting Wall/H-Frame

Batteries Sold Separately.
Battery recommendation for PS51080:
	 12-hour: QTY 2 Yuasa 24 Ah—NP24-12BRF
	 24-hour: QTY 1 NorthStar 103 Ah—NSB-AGM31

Battery recommendation for PS71090:
	 12-hour: QTY 1 NorthStar 103 Ah—NSB-AGM31

General Information
Westell’s Model PS-BBU-01 NEMA-4 and NFPA 1221 compliant battery 
back up enclosure is manufactured with a broad range of features at 
a competitive price. Weather resistent with air/moisture vents, and 
outstanding Westell quality ensures the protection you need.

Ordering information	
Part Number Descriptions
CS19-BBU-001 NEMA-4, NFPA 1221 Compliant Enclosure

CS19-BBU-001 12/24 Hour NFPA Compliant Battery Back-up Enclosure


