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MAXIMUM CHARACTERISTICS

IMPEDANCE:
     75 Ohms
RF POWER CAPABILITY: 
     50 Watts
TELEMETRY FREQUENCY BAND:
     10 kHz TO 150 kHz
     10 MHz TO 100 MHz
Rx/Tx FREQUENCY BAND:
     300 MHz TO 2500 MHz
TELEMETRY INSERTION LOSS:
     2.0 dB MAX.
Rx/Tx INSERTION LOSS:
     1.0dB MAX 300 TO 2000MHz
     1.1dB MAX 2000MHz TO 2500MHz
TELEMETRY I/O RETURN LOSS:
     10 dB MIN.
Rx/Tx I/O RETURN LOSS:
     15 dB MIN.
Rx/Tx GROUP DELAY VARIATION:
     100 ps MAX.
OPERATING VOLTAGE & CURRENT:
     +24 VDC @ 3 Amps
STAND OFF VOLTAGE:
     ±33 VDC
SURGE PROTECTION:
     IEC 61000-4-5, 8/20 µS @ 3 kA
     IEC 61000-4-5, 10/350 µS @ 3 kA
PEAK LET THROUGH VOLTAGE:
     2X OPERATING VOLTAGE
THROUGH-PUT ENERGY:
     1 mJ MAX.
OPERATING ENVIRONMENT:
     TEMPERATURE RANGE: -50 TO +85°C
     RELATIVE HUMIDITY: 0 TO 100% CONDENSING
     ALTITUDE: 15,000 FEET
STORAGE ENVIRONMENT:
     TEMPERATURE RANGE: -50 TO +95°C
     RELATIVE HUMIDITY: 0 TO 100% CONDENSING
     ALTITUDE: 50,000 FEET
SHOCK AND VIBRATION:
     OPERATING VIBRATION: ETS 300 019-2-4, CLASS 4M3
     OPERATING SHOCK: ETS 300 019-2-4, CLASS 4M3
     TRANSPORTATION: ETS 300 019, CLASSIFICATION 2.3

REVISIONS
REV. DESCRIPTION ECN DATE APPROVED

J REFER TO ECN 13756 8/5/16 EJD

HARDWARE KIT INCLUDES:
QTY DESCRIPTION

2 SCREW 10-32 X .50 SLOT MS PAN 18-8 SS
2 NUT 10-32 HEX 18-8 SS
2 WASHER 10 EXT TOOTH SS
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