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/BV12

Vertical Z-bracket, 4.3 in, for 12 coaxial cable runs
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Dimensions

Width 108.0 mm | 4.3in
Height 108.0 mm | 4.3in
Length 485.8 mm | 19.1in
Weight 1.8kg | 4.01b

General Specifications

Product Type Z-bracket
Application Waveguide bridge kit, 12 in | Waveguide bridge kit, 24 in
Cable Runs, quantity 12
Hole Size 3/4in | 7/16in
Hole, quantity 12
Includes Brackets
Material Type Hot dip galvanized steel
Mounting Waveguide bridge channel or surface
Package Quantity 1
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Outline Drawing

) <
- 19.1/8°
l,f?'/__ o A (485 B mm)
o k-,
Hx\ﬂ \H RR\
[ B
=) .
_f"'ﬂ’%“ﬂx\f‘m, = \\ .
o TR R, = e, 7116 -
" ~. D b i LA .
N\ = b“x \'h:\“w ‘_#_.-‘9-::____ T
Q)w - —m i 9 5
i I TR, S = 304" dis, ™~
=, - R\H‘m & S " (18.1 mm} .
N\ R Sl O Y
b L M“‘“-“: \ = e =
T ) % 4
R I W . e & . -
12 e o - S o i
m-?m s & Oy R{:\a -
T S
i R o | S -
T, = :‘:Q
\\\. S, L e
:rm %‘%—f"ﬁ
{76.2 mm)

Regulatory Compliance/Certifications

Agency Classification

COMMSCOPE’

ANDREW.

ISO 9001:2008 Designed, manufactured and/or distributed under this quality management system
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