ETIS corg!

UPS/BATT4

Battery Backup Upgrade for BDA’s

BATTERY CHARGER

Selectable Input voltage: 120 or 230 VAC
Input frequency: 50 - 60 Hz
Output Voltage, Float: 13.5VDC
Output Amps: 15A

Weight: 4.8 Ibs. /2.2 kg.

Housing Dimensions (LxWxH):

8.5x8.4x3.3inches /218 x 214 x 83 mm

Protection: Short Circuit Overload
Fuse Rating: 4A /120 VC

2A /250 VAC
BATTERY
Nominal Voltage: 12 VDC
4 amp rating: 12 hrs, min

Positive Plate:

Pure Pb, Low-Ca, high-tin alloy

Negative Plate:

Lead Calcium Alloy

Post Seal:

Epoxy-sealed

Terminal:

Inserted post, 4" x 20 brass insert

Container/Cover:

Flame-retardant, polypropylene

Safety Vent: Low positive pressure, self-sealing w/flame arrestor
Float Voltage: 2.25 volts per cell +/- 0.01 vpc

Battery Life: 5 years in float app. 77deg F / 25 deg C

Weight: 55 Ibs / 25 kg

Dimensions (LxWxH):

10.2 X 6.56 x 8.24 inches / 259 x 167 x 209 mm

Housing

Rating: NEMA 4

Material: 14 Gauge Steel

Finish: ANSI-61 polyester powder inside and outside

Dimensions (LxWxH):

20 x 16 x 10 inches / 508 x 406 x 254 mm
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