
Single Bus 100 Amps max.
Up to 20 fuses 
15 Amps max. per fuse position
1 Rack unit high ( 1.75” )
Red “LED” on front panel for open fuse indication
Form C relay contacts for power or fuse failure
2 Green “LED” indicators for DC input
2 year warranty

www.DuraComm.com

DP-20 GMT SERIES
POWER DISTRIBUTION PANELS

FEATURES

MODELS & SPECIFICATIONS

Weight - 5 lbs
1.75” H x 19” W x 11” D

Model Number Amps (Max) Input Voltage
DP-20GMT-12
DP-20GMT-24
DP-20GMT-48
DP-20GMT-48N

100
100
100
100

10-15 VDC
20-30 VDC
40-60 VDC

-40 to -60VDCDP-20GMT-48N 100 -40 to -60VDC



Single Bus 60 Amps max.
Up to 10 fuses 
15 Amps max. per fuse position
Red “LED”  for open fuse indication
Form C relay contacts for power or fuse failure
Green “LED” indicator for DC input
2 year warranty
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WM-10 GMT Series
POWER DISTRIBUTION PANELS

FEATURES
Weight - 3 lbs

3” H x 8” W x 5” D
Weight - 3 lbs

3” H x 8” W x 5” D

Model Number Amps (Max) Input Voltage

MODELS & SPECIFICATIONS

WM-10GMT-12
WM-10GMT-24
WM-10GMT-48
WM-10GMT-48N

60
60
60
60

10-15 VDC
20-30 VDC
40-60 VDC

-40 to -60VDC




