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LP-BTRW Series

 [P67 Weatherized for Outdoor Use

® DC Blocked for Maximum Surge
Protection

* Multi-Strike Capability

® Broadband Performance From 20MHz
up to 1000MHz

* Exceptional RE Characteristics

e Solid Brass White Bronze Plated

Construction for Durability and
Long Lafe

* Unwversal Grounding Bracket

0 0 and oe Protectio
Supplied
0 7, 7,
O 0 000
O e D 0 O
" 0 0 olation o 0 0 0
D ort fo DTO 0
i O O 0 q O
= 0 .
i
...... P-BTR O O O
0 00
..-o ector on protected side emale connecto

WIMESMICROWAVESYSTEMS on protecied side

An Amphenol Company



Times-Protect'

Electrical Specifications

‘ Impedance 50 Q
Frequency Range 20-1000 MHz
VSWR/Return Loss <1.1:1/<-26dB
Insertion Loss <0.1dB
N Impulse Discharge Current 10KA multiple (8x20ps wave-form)
' Turn-on Voltage 600V * 20%
¢ | P-BTRW-NFF Turn-on Time 2.5ns for 2kV/ns
20-1000MHz DC Blocked N Type F/F Energy Throughput Rating <200pJ (BKV/3KA 1.2x50/8x20ps wave-form)
Power Handling at Frequency 375W (20-220MHz)
125W (220-700MHz)
50W (700-1000MHz)
Protection Circuit DC Blocked
achanica onmental Spe atio
Temp Range Storage/Operating -40°C - +85°C / -40°C - +50°C
- Weatherization IEC 60068 55/155/56 & IP67
« LP-BTRW-NMP Thermal Shock US MIL-STD 202, Meth.107,Cond.B
20-1000MHz DC Blocked N Type M on Protected Vibration US MIL-STD 202, Meth.204,Cond.B
Shock US MIL-STD 202, Meth.213,Cond.|
RoHS Compliant Yes
3.059 : Matlng Life CyCIe > 500
Recommended Coupling Nut Torque| 7 to 10 in-Ib
Unit Weight 0.25kg/pc / 0.55Ib
Material Specifications
Component Material Plating
Body Brass White Bronze
* LP-BTRW-NMS Inner Conductor Male | Brass Silver
20-1000MHz DC Blocked N Type M on Surge Inner Conductor Female| Phosphor Bronze Silver
Quter Conductor Brass White Bronze
*All dimensions shown in inches Coupling Nut Brass White Bronze
Insulator PTFE --
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